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MEMORIAL FOUNDATION
PLINTH

Al plinths are manufactured with one
fixing/anchor hole and have a combination of
vase holes ie. one hole in the centre or two
holes off set of the centre.

Also available is a plain plinth with just a fixing
hole

The type 1 plinths are manufactured in either a
dense concrete or a lightweight concrete both
are fibre reinforced.

All products are manufactured to comply with
the provision of BS 8415 : 2005 which require a
minimum cement class of 425N with cube
strengths which exceed the minimum require-
ment of 30N/mm2 - Test certificates are
available on request from our Technical Depart-
ment.

Colours available: Natural grey or Charcoal.
Other colours are available to special order

Packaging: The plinths are shrink wrapped and
banded on to non returnable pallets to protect
them from the weather and adverse conditions.
There are twelve per pallet,

Delivery: Delivery can be arranged direct to
site on self-unloading vehicles. Every care is
taken to ensure that damage does not occur
during loading and transit. On site, all plinths
should be handled with care and precautions
taken to avoid damage to the corners.
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dense concrete or a lightweight concrete.

All products are manufactured to comply with

the provision of BS 8415 :2005 which require a

minimum cement class of 42.5N with cube

strengths which exceed the minimum require-
) ment of 30N/mm2 - Test certificates are
= = — - avallable on request from our Technical Depart-

meant.

Colours available: Natural grey or Charcoal.
Other colours are available to special order

Packaging: The plinths are shrink wrapped and
banded on to non returnable pailets to protect
‘them from the weather and adverse conditions.
There are ten per paliet.

Delivery: Delivery can be arranged direct to
site on self-unloading vehicles. Every care is
taken to ensure that damage does not occur
during loading and transit. On site, all plinths
should be handied with care and precautions
taken to avoid damage to the corners.
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